
The illustrations and descriptions herein are applicable to production as of the date of this Technical Data Sheet. Revised 2/5/16 Printed in U.S.A.
The manufacturer reserves the right to, and does from time to time, make changes and improvements in designs and dimensions. © 2016 by Gamco Commercial Restroom Accessories
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1-1/2"
38mm

Finish Face of Wall

17-1/8"
435mm

15-1/8"
384mm

Rear View

11"
279mm

6-7/8"
175mm

2"
51mm

2"
51mm

2"
51mm

2-1/8"
279mm

7-1/4"
184mm

54"
1372mm

56"
1422mm

1/4"
0.63mm

Mounting Holes

4-1/4"
108mm

ConstruCtion:

Fabricated type 304 stainless steel. All welded construction with exposed surfaces having a #4 satin-finish. One piece seamless 
22-gauge (0.8mm) flange provided with 1/4" (102mm) return for rigidity. EXTRA HEAVY 18-gauge (1.2mm) door, warp free,
hung on continuous stainless steel piano-hinge, and fitted with tumbler lock, keyed alike to match all other Gamco accessories.
Waste receptacle is 22-gauge (0.8mm) and secured to cabinet with tumbler lock and is removable for servicing; top and bottom
edges hemmed for safe handling.

CapaCity:

600 C-fold, or 800 multi-fold towels. Waste receptacle is 12-gallons (45.4-L) capacity.

overall Dimensions:

17-1/8" W x 56" H x 8-7/8" D (435 x 1422 x 225mm)

Semi-Recessed Towel and Waste Receptacle Combination shall be Model TW-1F of Gamco Commercial Restroom 
Accessories, One Gamco Place, Durant, OK, 74701-1910

semi-reCesseD
towel anD waste 

reCeptaCle Combination
tw-1F

Rough Wall Opening
15-3/4" (400mm) Wide
54-3/4" (1390mm) High

2" (51mm) minimum
recessed depth
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